
DJI Osmo Pocket Specifications 
 

Model Sony MPC-3610 

Sensor 1 2/3″ CMOS Sensor 
36.2x24.4mm – 43.5mm Diagonal 

Focal Length 26-28mm (35 mm format equivalent) 

Angel of View Wide: 80° 

Maximum Aperture f/2 

Recording Formats MP4 

File Format MPEG-4 

Image Stabilization Digital (3-axis gimbal) 

Shooting Modes Panorama 
Self-Portrait 
Time-Lapse Movie (Face Track/Motion Track, Object Track) 

Resolution MPEG-4 16:9 UHD: 3840×2160 24/25/30/48/50/60p 
MPEG-4 16:9 2.7: 1920x1080 (downsampled) 24/25/30/48/50/60 fps 
MPEG-4 16:9 HD 1920×1080 24/25/30/48/50/60/120p 

Maximum Frame Rate* MPEG-4 16:9 UHD: 3840 x 2160p: 60 fps 
MPEG-4 16:9 2.7: 1920x1080p: 60 fps 
MPEG-4 16:9 HD 1920×1080p: 120 fps (sensor crop to 47° FOV) 

Max Video Bitrate 100 Mbps 

Media Internal Recording Micro SD 

Audio Recording  AAC: 48.0 kHz 

Exposure Index (EI) Photo ISO Range 100 – 3200 (Manual) 
Video ISO Range 100 – 3200 (Manual) 

Batteries Internal Rechargeable Lithium-Ion Polymer Battery Pack 

Screen Size 1.08” (touchscreen) 

Inputs / Outputs 1 x USB 2.0 Type-C Charging (input) 
1 x USB 2.0 Type-C Monitoring (output) 

Weight 116 g / 0.25 lb (body only) 

*PAL format 
 


