
Sony a7S Mark II Specifications 
 

Model Sony a7S Mark II 

Sensor Full Frame Exmor CMOS 

Lens Mount E-Mount 

Recording Formats XAVC S 14-bit 
AVCHD 14-bit 
MPEG-4 14-bit 

File Format MP4 

Resolution XAVC S UHD: 3840x2160 
XAVC S FHD: 1920x1080 
AVCHD FHD: 1920x1080 
MPEG-4 FHD: 1920x1080 
MPEG-4 HD: 1280x720 

Maximum Frame Rate* XAVC S UHD; 25 fps 
XAVC S FHD: 100 fps 
AVCHD FHD: 50 fps / 50i 
MPEG-4 FHD: 50 fps 
MPEG-4 HD: 25 fps 

Media SD 
SDHC 
SDXC 

Audio Recording Format XAVC S: LPCM 2 Channel 
AVCHD: Dolby Digital AC-3 2 Channel 
MPEG-4: AAC-LC 2 Channel 

ISO ISO Range: 100-102,400 
ISO Range: 50-409,600 (extended range) 
Native ISO: 1600 

Batteries Sony NP-FW50 

Inputs 1x DC Input 
1x 3.5mm Stereo Mini-jack (Microphone) 

Outputs 1x Micro-HDMI 
1x Micro-USB 
1x 3.5mm Stereo Mini-jack (Headphone) 

Weight 600 g** 
1.6 kg*** 

*PAL format 

**Body Only 

*** Camera body, body cap, cage and hand grip 


